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THE FOLLOWING INFORMATION PER RAILROAD GUIDELINES
SHALL BE PROVIDED ON THE BRIDGE PLANS

TOP OF RAIL ELEVATIONS
(STATIONS INCREASE WITH MILEPOST INCREASE)

MAIN LINE
ALIGNMENT: LEFT RAIL ALIGNMENT: RIGHT RAIL
RAILROAD GENERAL PLAN (GP): RAILROAD GENERAL NOTES:
. . . . . s STATIO
1. Centerline of bridge and/or centerline of project. 1. Railroad requires review and approval of all submittals for shoring, demolition, IoN ELEVATION STATION ELEVATION
. erection and falsework. No work shall be allowed prior fto written railroad approval. 0+00 0+00
2. Track layout and limits of railroad right-of-way with respect to centerline of main Allow a minimum of four weeks for the review and approval of each sybmittal |
lines. unless specified otherwise in the contract special provisions. Specific condjtions
or complex scope of submittals may substantially increase the time for review. 1+00 1+00
3. Future tracks, access roadways and identify the existing tracks as main, siding or B . B ;
spur etc. 2. The proposed, grade separation project shall not increase the quantity and/or 2+00 2+00
characteristics of the flow in the railroad’s ditches and/or drainage structures.
Location of minimum vertical clearance. Deck drains over the railroad right of way shall not be allowed. The flow from the 3+00 3+00
L. . . deck shall be contained and directed away from the railroad drainage system.
5. Minimum horizontal clearance at right angle from the centerlines of the nearest . .. . . .. .. 4+00 4+00
existing or future frack to the face of obstruction such as substructure above 3. The elevatfion of the existing ‘roa—of—roll profile shall be verified before beginning
grade or foundation below grade. construction. All discrepanciés shall be brought to the railroad authority for
) ) . . o approval prior to beginning any construction activities. 5+00 5+00
6. Horizontal spacing at right angle between the centerlines existing and/or future . . .
tracks. 4. The contractor must submit a proposed method of erosion and sediment control 6+00 6+00
L. . i within the railroad right-of-way and have the method approved by the railroad.
7. Limits of shoring and minimum distance at right angle from the centerline of the . . . , . 7+00 7+00
nearest tracks. 5. All shoring systems that impact the railroad’s operations and/or supports the
L. L railrogd’s” embankment shall be designed and constructed per current Railroad 8+00 8+00
8. Toe of slope and/or limits of retaining wall. Guidelines for Temporary Shoring. N
9. Railroad Milepost and direction of increasing Milepost. 6. All demolitions within the railroad right-of-way and/or demolition that may impact 9+00 9+00 =
L. i . the railroad’s tracks or operations shall be in compliance with the current Railroad @
10. Limits of barrier rail and fence combination over the railroad right-of-way. Demolition Guidelines. (1) 10+00 () 10+00 o
11. Depth of foundation below bottom of tie. 7. All erection over the railroad right-of-way shall be designed such fhat fthere is no 11+00 11+00 c
. interruption to the railroad’s normal operation. Any train traffic interruption shall 5
12. Existing and proposed ground line & roadway profile. require prior railroad approval in writing. 12+00 12+00 o
13. Type of slope paving. 8. All constructjon phases that may impact the railroad’s normal operation shall be designed =
P pe P d to cause no interruption to the railroad operation. Any train ftraffic interruption cl%sure 13+00 13+00 =
14. Total width of superstructure. shall require prior railroad approval in writing. 14400 14400
15. Width of shoulder and/or sidewalk. 9. All falsework clearances shall comply with the minimum construction clearances envelope. 15100 15100
+ +
16. Top and bottom of pier protection wall elevation relative to top of the 10. All permanent clearances shall be verified prior to completion of the project.
rail elevation and cross-sectional dimensions., . . . . . . , . .. 16+00 16+00
. X . . 11. For all railroad coordination during construction refer to the railroad’s special provisions w
17. Top of rail eleyation information as shown in the table for all tracks with within the Contract Special Provisions documents and the approved Construction and 17400 17400 =
permanent vertical clearance of less than 24 feet. (This information is only Maintenance (C & M) Agreement, g
required for new structures) 18400 18400 ~
FOUNDATION PLAN: 2
L 19+00 19+00 =
1. Existing contours. S
C s R S 20+00 20+00 o
2. All existing facilities and utilities. w
<<
3. Direction of flow for all drainage system within the project Iimits. @Q EXISTING TRACK Sta 10+00 =
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